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IP BOX & CUBE CAMERAS

•    1/3” progressive scan CMOS.
•    Full HD (1080p) Real time, 5 MP (2560 x 1920) Res.
•    H.264 / MJPEG / MPEG-4 : Video Compressions.
•    True Day & Night IR Cut Mechanical Filter.
•    WDR - Wide Dynamic Range 120dB
•    3D DNR, Defog, HLC, BLC, Picture Overlay, EIS, ROI.
•    Triple Stream, ePTZ, C/CS Lens Mount.
•    2-Way Audio.
•    Built-in Micro SD / SDHC card slot for storage.

Up to 5 MP, Full HD (1080p) Real time - IP Box CamerasVG8740 2 Years Warranty

CCD Sensor
Mega Pixel
Min. Illumination
Max. Image Res.
Frame Rate in Real Time
Wide Dynamic Range
Iris Mode
Audio In / Out
Alarm In / Out
Alarm Trigger
Communication
SD Card Storage
Operating Temperature
Power Source
Dimensions
Weight

   
120dB WDR

Auto Iris - DC drive
1-ch built-in microphone input / 1-ch audio out interface

1 / 1
Motion, Face & Intrusion detection ; network disconnect ; IP address conflict ; storage exception

RJ45 Ethernet port, RS-485, RS-232
Built-in micro SD/SDHC card slot, up to 64 GB storage

-30 °C ~ 60 °C
24 VAC ± 10%, 12 VDC ± 10%, PoE (802.3af )

70 x 58 x 145 mm
835g

SPECIFICATIONS    VG8240       VG8540     VG8740

•    1/3” progressive scan CMOS.
•    Full HD (1080p) Real time, Up to 3 MP (2048 x 1536) Res.
•    H.264 / MJPEG : Video Compressions.
•    Fixed Lens 4mm (Optional 2.8mm, 6mm).
•    True Day & Night IR Cut Mechanical Filter.
•    Built-in IR Illuminator, Effective 15 metres.
•    PIR Detection up to 10m at an angle of 80°.
•    Built-in WiFi (WPS), RJ45 (10M/100M) Ethernet interface.
•    Dual Stream, 3D DNR, DWDR, BLC, Micro SD / SDHC card slot.

Up to 3 MP, Full HD (1080p) Real time - IP IR Cube CamerasVC7550 2 Years Warranty

CCD Sensor
Mega Pixel
Max. Image Res.
Frame Rate in Real Time
Min. Illumination
IR LED’s Range
Lens
PIR Detection
WiFi
Communication
Alarm Trigger
Image Settings
Operating Temperature
Power Source
Dimensions
Weight

Smart Face 
Detection

Smart Audio 
Detection

Smart Video 
Quality Detection

Smart Intrusion 
Detection

Smart Vu IPcctv

1/3” progressive scan CMOS
1.3 MP (HD 720p)                                              3 MP (Full HD 1080p)

1280 x 960      2048 x 1536
30 fps (1280 x 960)     30 fps (1920 x 1080)

0 Lux with IR LED On
Effective up to 15 metres

Fixed 4 mm, AoV: 73.1°   Fixed 4 mm, AoV: 79°
Up to 10m at an angle of 80°

IEEE 802.11b/g/n
1 x RJ45 (10M/100M) Ethernet port

Motion detection, network disconnect, IP address conflict, storage exception
Saturation, brightness, contrast adjustable through client software or web browser

-30 °C ~ 60 °C
12 VDC ± 10%, PoE (802.3af )
67 (W) x  132 (H) x 92 (D) mm

413g

SPECIFICATIONS                  VC7250             VC7550

1/3” progressive scan CMOS

0.01 lux
1.3 MP (HD 720p) 

1280 x 960
30 fps (1280 x 960)

2048 x 1536
30 fps (1920 x 1080)

2560 x 1920
30 fps (1920 x 1080)

3 MP (Full HD 1080p) 5 MP (Full HD 1080p)
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•    1/3” progressive scan CMOS.
•    Full HD (1080p) Real time, 5 MP (2560 x 1920) Res.
•    H.264 / MJPEG / MPEG-4 : Video Compressions.
•    True Day & Night IR Cut Mechanical Filter.
•    WDR - Wide Dynamic Range 120dB
•    3D DNR, Defog, HLC, BLC, Picture Overlay, EIS, ROI.
•    Triple Stream, ePTZ, C/CS Lens Mount.
•    2-Way Audio.
•    Built-in Micro SD / SDHC card slot for storage.

Up to 5 MP, Full HD (1080p) Real time - IP Box CamerasVG8740 2 Years Warranty

CCD Sensor
Mega Pixel
Min. Illumination
Max. Image Res.
Frame Rate in Real Time
Wide Dynamic Range
Iris Mode
Audio In / Out
Alarm In / Out
Alarm Trigger
Communication
SD Card Storage
Operating Temperature
Power Source
Dimensions
Weight

•    1/3” progressive scan CMOS.
•    Full HD (1080p) Real time, Up to 3 MP (2048 x 1536) Res.
•    H.264 / MJPEG : Video Compressions.
•    Fixed Lens 4mm (Optional 2.8mm, 6mm).
•    True Day & Night IR Cut Mechanical Filter.
•    Built-in IR Illuminator, Effective 15 metres.
•    PIR Detection up to 10m at an angle of 80°.
•    Built-in WiFi (WPS), RJ45 (10M/100M) Ethernet interface.
•    Dual Stream, 3D DNR, DWDR, BLC, Micro SD / SDHC card slot.

Up to 3 MP, Full HD (1080p) Real time - IP IR Cube CamerasVC7550 2 Years Warranty

CCD Sensor
Mega Pixel
Max. Image Res.
Frame Rate in Real Time
Min. Illumination
IR LED’s Range
Lens
PIR Detection
WiFi
Communication
Alarm Trigger
Image Settings
Operating Temperature
Power Source
Dimensions
Weight

Smart Face 
Detection

Smart Audio 
Detection

Smart Video 
Quality Detection

Smart Intrusion 
Detection

Smart Vu IPcctv

1/3” progressive scan CMOS
1.3 MP (HD 720p)                                              3 MP (Full HD 1080p)

1280 x 960      2048 x 1536
30 fps (1280x960)     30 fps (1920 x 1080)

0 Lux with IR LED On
Effective up to 15 metres

Fixed 4 mm, AoV: 73.1°   Fixed 4 mm, AoV: 79°
Up to 10m at an angle of 80°

IEEE 802.11b/g/n
1 x RJ45 (10M/100M) Ethernet port

Motion detection, network disconnect, IP address conflict, storage exception
Saturation, brightness, contrast adjustable through client software or web browser

-30 °C ~ 60 °C
12 VDC ± 10%, PoE (802.3af )
67 (W) x  132 (H) x 92 (D) mm

413g

SPECIFICATIONS                  VC7250             VC7550

IP DOME CAMERASVIDEOTEKNIKA

•    1/3” progressive scan CMOS.
•    Full HD (1080p) Real time, Up to 3 MP (2048 x 1536) Res.
•    H.264 / MJPEG : Video Compressions.
•    Fixed Lens 4mm (Optional 2.8mm, 12mm).
•    True Day & Night IR Cut Mechanical Filter.
•    30m IR Range, 3D DNR, DWDR, BLC.
•    Dual Stream, ePTZ, M12 Lens Mount.
•    IK10 rated protective Vandal Resistant Housing.
•    IP66 rated fully cable managed Housing & Bracket.

Up to 3 MP, Full HD (1080p) Real time - IP Mini Vandal Dome CamerasVD6554 2 Years Warranty

CCD Sensor
Mega Pixel
Max. Image Res.
Frame Rate in Real Time
Min. Illumination
IR LED’s Range
Lens
Adjustment Range
Bit Rate
Communication
Alarm Trigger
Image Settings
Operating Temperature
Power Source
Dimensions
Weight

SPECIFICATIONS

•    1/3” progressive scan CMOS.
•    Full HD (1080p) Real time, 3 MP (2048 x 1536) Res.
•    H.264 / MJPEG / MPEG-4 : Video Compressions.
•    Fixed Lens 6mm.
•    True Day & Night IR Cut Mechanical Filter.
•    Built-in IR Illuminator, Effective 15 metres.
•    D-WDR, 2-Way Audio, Dual Stream, ePTZ.
•    Built-in SD/SDHC slot, up to 64 GB storage. (VD7554 only)
•    Vandal Resistant & IP66 rated fully cable managed Housing.

Up to 3 MP, Full HD (1080p) Real time - IP Compact Vandal DomeVD7554 2 Years Warranty

CCD Sensor
Mega Pixel
Max. Image Res.
Frame Rate in Real Time
Min. Illumination
IR Range
Day & Night
Lens
Adjustment Range
Communication
Alarm Trigger
Image Settings
Operating Temperature
Power Source
Dimensions
Weight

1/3” progressive scan CMOS
        2 MP ( HD 720p)                                               3 MP ( Full HD 1080p)    

1600 x 1200      2048 x 1536
30 fps (1280 x 960)     30 fps (1920 x 1080)
0.02 lux @F1.8, AGC on     0 lux with IR LED On

-       15m
      Electronic                    True Day & Night

Fixed 4mm, AoV: 68°(Opt. 2.8, 6, 8mm)                       Fixed 6mm, AoV: 49°  
Pan: ± 15°, tilt: 0 ~ 90°, rotation: ± 15°
1 x RJ45 (10M/100M) Ethernet port

Motion detection, network disconnect, IP address conflict, storage exception
Saturation, brightness, contrast adjustable through client software or web browser

-10 °C ~ 60 °C      -30 °C ~ 60 °C
12 VDC ± 10%, PoE (802.3af )

100 x 98 x 47 mm     100 x 98 x 57 mm
250g       615g

SPECIFICATIONS                  VD6304             VD7554

VD6274 VD6254 VD6554

1/3” progressive scan CMOS1/4” progressive scan CMOS
1.3 MP (HD 720p)1 MP (HD 720p) 3 MP (Full HD 1080p)

1280 x 9601280 x 720 2048 x 1536
30 fps (1920 x 1080)30 fps (1280 x 720) 30 fps (1920 x 1080)
0 Lux with IR LED On

Effective up to 30 metres
4mm, AoV: 73.1° (option: 6 & 12mm)4mm, AoV: 55° (option: 2.8 & 6mm) 4mm, AoV: 79° (option: 6 & 12mm)

Pan: 0°~355°, Tilt: 0°~90°
32 Kbps ~ 16 Mbps

1 x RJ45 (10M/100M) Ethernet port
Motion detection, network disconnect, IP address conflict, storage exception

Saturation, brightness, contrast adjustable through client software or web browser
-30 °C ~ 60 °C

12 VDC ± 10%, PoE (802.3af )
111 x 82 mm

510g
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IP FISHEYE & MINI BULLET CAMERASVIDEOTEKNIKA

•    1/2” progressive scan CMOS.
•    Full HD (1080p) Real time, Up to 6 MP (2048 x 1536) Res.
•    H.264 / MJPEG / MPEG-4 : Video Compressions.
•    Fixed Lens 1.05mm @F2.8, angle of view: 180°.
•    Electronic Day & Night, 25m IR Range.
•    WDR - Wide Dynamic Range 120dB. (VF7574 - 3MP)
•    Two-way Audio, Dual Stream, Virtual PTZ, M12 Lens Mount.
•    Built-in Micro SD / SDHC card slot for storage.
•    IK10 rated protective Vandal Resistant, (IP66 - Optional).

Up to 6 MP, Full HD (1080p) Real time - IP 360° panoramic view FisheyeVF7874 2 Years Warranty

CCD Sensor
Mega Pixel
Max. Image Res.
Frame Rate in Real Time
Min. Illumination
IR LED’s Range
Lens
Wide Dynamic Range
Audio In / Out
Communication
Alarm Trigger
Image Settings
Operating Temperature
Power Source
Dimensions
Weight

1/3” progressive scan CMOS    1/2” progressive scan CMOS
 3 MP (HD 720p)      6 MP (Full HD 1080p)

1536 x 1536      2048 x 2048
30 fps (1536 x 1536)     30 fps (2048 x 2048)

0.1Lux @ (F1.2,AGC ON)  or  0.6Lux @ (F2.8,AGC ON )
Effective up to 25 metres

Fixed 1.05mm @F2.8, angle of view: 180°
WDR 120dB       -

1 In / 1 Out
1 x RJ45 (10M/100M) Ethernet port

Motion detection, dynamic analysis, tamper alarm, network dc, IP address conflict, storage full, storage error
Saturation, brightness, contrast adjustable through client software or web browser

-30 °C ~ 60 °C
12 VDC ± 10%, PoE (802.3af )

140 x 115mm
1400g

SPECIFICATIONS                  VF7574             VF7874

•    1/3” progressive scan CMOS.
•    Full HD (1080p) Real time, Up to 3 MP (2048 x 1536) Res.
•    H.264 / MJPEG / MPEG-4 : Video Compressions.
•    Fixed Lens 6mm (Optional 4mm, 12mm)
•    True Day & Night IR Cut Mechanical Filter.
•    3D DNR, DWDR, BLC.
•    Dual Stream, ePTZ, Fixed Iris, M12 Lens Mount.
•    RJ45 (10M/100M) Ethernet interface.
•    IP66 rated fully cable managed Housing & Bracket.

Up to 3 MP, Full HD (1080p) Real time - IP Mini IR Bullet CamerasVB6551 2 Years Warranty

CCD Sensor
Mega Pixel
Max. Image Res.
Frame Rate in Real Time
Min. Illumination
IR LED’s Range
Lens
Iris Mode
Bit Rate
Communication
Alarm Trigger
Image Settings
Operating Temperature
Power Source
Dimensions
Weight

SPECIFICATIONS VB6271 VB6251 VB6551

1/3” progressive scan CMOS1/4” progressive scan CMOS
1.3 MP (HD 720p)1 MP (HD 720p) 3 MP (Full HD 1080p)

1280 x 9601280 x 720 2048 x 1536
30 fps (1280x960)30 fps (1280x720) 30 fps (1920 x 1080)

0 Lux with IR LED On
Effective up to 30 metres

4mm, AoV: 73.1° (option: 6 & 12mm)4mm, AoV: 55° (option: 2.8 & 6mm) 4mm, AoV: 79° (option: 6 & 12mm)
Fixed Iris

32 Kbps ~ 16 Mbps
1 x RJ45 (10M/100M) Ethernet port

Motion detection, network disconnect, IP address conflict, storage exception
Saturation, brightness, contrast adjustable through client software or web browser

-30 °C ~ 60 °C
12 VDC ± 10%, PoE (802.3af )

61 x 79 x 139 mm
510g
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IP SPEED DOME CAMERASVIDEOTEKNIKA

•    1/2.8” progressive scan CMOS.
•    Full HD (1080p) Real time, Up to 2 MP (1920×1080) Res.
•    H.264 / MJPEG / MPEG4 : Video Compressions.
•    4x Optical Zoom with 2.8 ~ 12mm Focal Length.
•    True Day & Night IR Cut Mechanical Filter.
•    3D Intelligent Positioning, 3D DNR, DWDR, BLC, AGC, WB.
•    Dual Stream, 2-Way Audio, ePTZ, Privacy Masking.
•    Built-in Micro SD / SDHC card slot for local storage.
•    IP66 rated housing, lightning & surge protection.

2 MP, Full HD (1080p) Real time, 4x Zoom, IP Speed Dome PTZ CameraVS7415  1 Year Warranty

CCD Sensor
Mega Pixel
Max. Image Res.
Frame Rate in Real Time
Min. Illumination
Optical Zoom
Lens
Adjustment Range
Preset / Patrol / Patterns
Communication
RS-485 Protocols
Image Settings
Operating Temperature
Power Source
Dimensions
Weight

1/2.8" progressive scan CMOS
2 MP (Full HD 1080p)

1920 x 1080
30 fps (1920 x 1080)

0.01 Lux (B&W)
4x

2.8 ~ 12mm, AoV: 115° ~ 33.8°
Pan: 0°~360° Continous Rotation, Tilt: -2°~90° (Auto-Flip)

256 Presets / 8 Patrols / 4 Patterns
1 x 10Base-T / 100Base-TX, RJ45 Ethernet connector

Videoteknika proprietary, Pelco-P, Pelco-D
Saturation, brightness, contrast adjustable through client software or web browser

-30 °C ~ 65 °C
24V AC / PoE / PoE+

180 x 240mm (Outdoor) /166 x 170mm (In-Ceiling)
2.03kg

SPECIFICATIONS                                 VS7415

•    1/2.8” progressive scan CMOS.
•    Full HD (1080p) Real time, Up to 2 MP (1920×1080) Res.
•    H.264 / MPEG4 : Video Compressions.
•    30x Optical Zoom with 4.3 ~ 129mm Focal Length.
•    True Day & Night IR Cut Mechanical Filter.
•    3D Intelligent Positioning, 3D DNR, DWDR, BLC, AGC, WB.
•    Dual Stream, ePTZ, Privacy Masking.
•    Built-in Micro SD / SDHC card slot for local storage.
•    IP66 rated housing, lightning & surge protection.

Up to 2 MP, Full HD (1080p) Real time, 30x Zoom, IP Speed Dome PTZ CamerasVS7315  1 Year Warranty

CCD Sensor
Mega Pixel
Max. Image Res.
Frame Rate in Real Time
Min. Illumination
Optical Zoom
Lens
Adjustment Range
Preset / Patrol / Patterns
Communication
RS-485 Protocols
Image Settings
Operating Temperature
Power Source
Dimensions
Weight

1/3” progressive scan CMOS    1/2.8" progressive scan CMOS
1.3 MP (HD 720p)                                              2 MP (Full HD 1080p)

1280 x 960      1920 x 1080
30 fps (1280 x 960)     30 fps (1920 x 1080)

0.01 Lux (B&W)
20x       30x

4.7 ~ 94mm, AoV: 58.3° ~ 3.2°    4.3 ~ 129mm, AoV: 65.1° ~ 2.34°
Pan: 0°~360° Continous Rotation, Tilt: 5°~90° (Auto-Flip)

256 Presets / 8 Patrols / 4 Patterns
1 x 10Base-T / 100Base-TX, RJ45 Ethernet connector

Videoteknika proprietary, Pelco-P, Pelco-D
Saturation, brightness, contrast adjustable through client software or web browser

-30 °C ~ 65 °C
AC24V

220 x 305 mm
5kg

SPECIFICATIONS                  VS7215             VS7315
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IP SPEED DOME CAMERAS

•    1/2.8” progressive scan CMOS.
•    Full HD (1080p) Real time, Up to 2 MP (1920×1080) Res.
•    H.264 / MJPEG / MPEG4 : Video Compressions.
•    20x Optical Zoom with 4.7 ~ 94mm Focal Length.
•    True Day & Night IR Cut Mechanical Filter.
•    120dB WDR, 3D Intelligent Positioning, 3D DNR, BLC, AGC, AWB.
•    Triple Stream, Two-way Audio, Alarm, ePTZ, Privacy Masking.
•    Built-in Micro SD / SDHC card slot for local storage.
•    IP66 rated housing, lightning & surge protection.

2 MP, Full HD (1080p) Real time - 20x Zoom, IP Speed Dome PTZ CamerasVS7445  1 Year Warranty

CCD Sensor
Mega Pixel
Max. Image Res.
Frame Rate in Real Time
Min. Illumination
Wide Dynamic Range
Optical Zoom
Lens
Adjustment Range
Preset / Patrol / Patterns
Communication
RS-485 Protocols
Operating Temperature
Power Source
Dimensions
Weight

1/2.8" progressive scan CMOS
2 MP (Full HD 1080p)

1920 x 1080
30 fps (1920 x 1080)

0.08 Lux (B&W)
128dB WDR

20x
4.7 ~ 94mmmm, AoV: 55.4° ~ 2.9°

Pan: 0°~360° Continous Rotation, Tilt: -5°~90° (Auto-Flip)
256 Presets / 8 Patrols / 4 Patterns

1 x 10Base-T / 100Base-TX, RJ45 Ethernet connector
Videoteknika proprietary, Pelco-P, Pelco-D

-30 °C ~ 65 °C
AC24V

220 x 328mm (Outdoor) / 247 x 238mm (Indoor)
5.1kg

SPECIFICATIONS                                VS7445

•    1/2.8” progressive scan CMOS.
•    Full HD (1080p) Real time, Up to 2 MP (1920×1080) Res.
•    H.264 / MPEG4 : Video Compressions.
•    30x Optical Zoom with 4.3 ~ 129mm Focal Length.
•    150m IR range, True Day & Night IR Cut Mechanical Filter.
•    3D Intelligent Positioning, 3D DNR, DWDR, BLC, AGC, WB.
•    Dual Stream, ePTZ, Privacy Masking.
•    Built-in Micro SD / SDHC card slot for local storage.
•    IP66 rated housing, lightning & surge protection.

Up to 2 MP, Full HD (1080p) Real time - 30x Zoom, IP IR Speed Dome PTZ CamerasVS7355  1 Year Warranty

CCD Sensor
Mega Pixel
Max. Image Res.
Frame Rate in Real Time
Min. Illumination
IR LED’s Range
Optical Zoom
Lens
Adjustment Range
Preset / Patrol / Patterns
Communication
RS-485 Protocols
Operating Temperature
Power Source
Dimensions
Weight

1/3” progressive scan CMOS    1/2.8" progressive scan CMOS
1.3 MP (HD 720p)                                              2 MP (Full HD 1080p)

1280 x 960      1920 x 1080
30 fps (1280 x 960)     30 fps (1920 x 1080)

0 Lux with IR LED On
150 metres IR range

30x
4.3 ~ 129mm, AoV: 58.9° ~ 2.11°    4.3 ~ 129mm, AoV: 65.1° ~ 2.34°

Pan: 0°~360° Continous Rotation, Tilt: -15°~90° (Auto-Flip)
256 Presets / 8 Patrols / 4 Patterns

1 x 10Base-T / 100Base-TX, RJ45 Ethernet connector
Videoteknika proprietary, Pelco-P, Pelco-D

-30 °C ~ 65 °C
AC24V

220 x 355 mm
5.5kg

SPECIFICATIONS                  VS7255             VS7355









VIDEOTEKNIKA

11

PREMIUM IP ACCESSORIES

•    Up to 64 Channels recording (up to 5MP resolution).
•    Up to 32 TB of HDD storage (4TB x 8 HDD’s).
•    H.264 video compression.
•    HDMI & VGA (Full HD 1080p) local display.
•    Dual Simultaneous Streaming.
•    Simultaneous HDMI, VGA & CVBS outputs.
•    2-Way Audio, Alarm, RS-232, RS-485.
•    2 x Self Adaptive 10m/100m/1000m network interface.
•    USB / Network / DVD Backup.

64 ch, H.264, Full HD 1080p Real Time HDMI outputVN8064 2 Years Warranty

IP Video Input
HDD Storage / eSATA
Recording Resolution
HDMI Output
VGA Output
CVBS Output
Audio In / Out
Alarm In / Out
Serial / Network Int.
USB Interfaces
Incoming Bandwidth
Operating Temp
Power Source
Chassis
Dimensions (mm)
Weight

32 ch       64 ch
32 TB = ( 4TB x 8 HDD’s) + 1 x eSATA

5MP /3MP /1080P /UXGA /720P / VGA /4CIF /DCIF /2CIF /CIF /QCIF
1-ch, Res: 1920 x 1080P / 1600 x 1200 / 1280 x 1024 / 1280 x 720 / 1024 x 768
1-ch, Res: 1920 x 1080P / 1600 x 1200 / 1280 x 1024 / 1280 x 720 / 1024 x 768

1-ch, BNC Res: 704 x 576 (PAL); 704 x 480 (NTSC)
1 In / 2 Out

16 In / 4 Out
2 x RJ-45 Ethernet, 1 x RS-232, 1 x RS-485

3 x USB 2.0
160 Mbps

-10 °C ~ 55 °C
100 ~ 240 VAC, 6.3 A, 50 ~ 60 Hz

19” rack-mount 2U
445 (W) x 470 (D) x 90 (H)

� 8 Kg

SPECIFICATIONS                  VN8032             VN8064

•    Up to 64 Channels recording (up to 5MP resolution).
•    RAID 0, 1, 5, 10 with Redundant Power Supply.
•    Up to 64 TB of HDD storage (4TB x 16 HDD’s).
•    HDMI & VGA (Full HD 1080p) local display.
•    H.264 video, Dual Simultaneous Streaming.
•    Simultaneous HDMI, VGA & CVBS outputs.
•    2-Way Audio, Alarm, RS-232, RS-485.
•    2 x Self Adaptive 10m/100m/1000m network interface.
•    USB / Network Backup.

64 ch, RAID, H.264, Full HD 1080p Real Time HDMI outputVN1664 Pro 2 Years Warranty

IP Video Input
HDD Storage / eSATA
Disk Array Type
Recording Resolution
HDMI Output
VGA Output
Audio In / Out
Alarm In / Out
Serial / Network Int.
USB Interfaces
Incoming Bandwidth
Operating Temp
Power Source
Chassis
Dimensions (mm)
Weight

    32ch            64ch
64TB = ( 4TB x 16 HDD’s) + 2 x eSATA

RAID 0, RAID 1, RAID 5, RAID 10
5MP /3MP /1080P /UXGA /720P / VGA /4CIF /DCIF /2CIF /CIF /QCIF

1-ch, Res: 1920 x 1080P / 1600 x 1200 / 1280 x 1024 / 1280 x 720 / 1024 x 768
1-ch, Res: 1920 x 1080P / 1600 x 1200 / 1280 x 1024 / 1280 x 720 / 1024 x 768

1 In / 2 Out
16 In / 4 Out

2 x RJ-45 Ethernet, 1 x RS-232, 1 x RS-485
3 x USB 2.0
200 Mbps

-10 °C ~ 55 °C
100 ~ 240 VAC, 6.3 A, 50 ~ 60 Hz

19” rack-mount 3U
446 (W) x 497 (D) x 147 (H)

� 12.75 Kg

SPECIFICATIONS    VN1632 Pro    VN1664 Pro




